
TNA feeding ambitions

conti-pro FF®

(french fries)



conti-pro FF®



                                                                       tna conti-pro® FF 3 

model name
BAF-

ZF-0300
BAF-ZF 0540 BAF-ZF 0900 BAF-ZF 1350 BAF-ZF 1880 BAF-ZF 2250

      fryer output capacity kg/hr (lbs/
hr) (standard for French fries 9x9 mm 

(0.35x0.35 in))
3000 (6600) 6000 (13200) 10000 (22000) 15000 (33000) 20000 (44000) 30000 (66000)

product transport system, nett  
width mm (in)

1000 (39) 1200 (47) 1500 (59) 1800 (71) 2500 (98) 2500 (98)

length mm (in) 8335 (328) 9835 (387) 11335 (446) 12835 (505) 12835 (505) 14335 (564)

width mm (in) 2182 (86) 2382 (94) 2682 (106) 2982 (117) 3682 (145) 3682 (145)

height mm (in) 2435 (96) 2455 (97) 2480 (98) 2510 (99) 2570 (101) 2570 (101)

                                                             frying oil belt filter (full flow) 
model name FB-0400-HVI FB-0500-HVI FB-0750-HVI FB-1000-HVI FB-0750-HVI(2x) FB-1000-HVI(2x)

   transport system netto width mm (in) 360 (14) 460 (18) 710 (28) 960 (38) 710 (28) (2x) 960 (38) (x2)

length mm (in) 1800 (710)

width mm (in) 1130 (45) 1230 (48) 1480 (58) 1730 (68) 1480 (58) 1730 (68)

height mm (in) 2255 (890)

                                                          frying oil - thermal oil heat exchanger 
model name WW-0927-BS WW-1855-BS WW-3091-BS WW-4637-BS WW-6182-BS WW-7728-BS

   single heat exchanger capacity kW (hp) 927 (1243) 1855 (2488) 3091 (4145) 4637 (6218) 6182 (8290) 7728 (10363)

                                                                     paper filter (optional) 
model name FBP-45 FBP-80

length mm (in) 2150 (85) 3200 (126)

width mm (in) 900 (35) 1435 (57)

height mm (in) 1575 (62) 1415 (56)


